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Pinter Signum has been manufacturing vehicle  
markings and warning signs, industrial signs, front 
panels and labels for 120 years. 
 
‘Made in Germany’ quality, reliability, excellent service 
and fair prices are just as much a hallmark of our 
company as the development of bespoke products. 
 
As an OEM partner, trading partner and global A-tier 
supplier, we produce durable, standard-compliant 
signage, markings and labelling that ensure safety, 
efficiency and clear identification.

PINTER SIGNUM  
ABOUT US
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QUALITY

Quality is our standard! 
Of course, we operate in accordance 
with DIN EN ISO 9001. 
 
We’re not satisfied until our  
customers are. That’s why every 
sign undergoes an internal quality 
inspection during production and 
before it leaves the factory. 
 
All of our employees share a  
common goal: to get better every 
day!

CONSULTING & SERVICE

We offer our customers expert, 
professional consulting right from 
the start. Whether it’s new  
developments or standard signs,  
we naturally provide comprehensive 
support to our customers until the 
project is completed. 
 
We always offer you a flexible  
service so that we can respond 
individually to your changing  
requirements. And if it’s ever a  
matter of urgency, we won’t leave 
you out in the cold!

PRICE & PERFORMANCE

Our manufacturing processes and 
workflows are always coordinated 
so that all orders can be carefully 
executed and delivered on time.  
Our prices are also fair and  
commensurate with the quality. 
 
To determine pricing, we perform  
a preliminary cost estimate,  
operational data collection, and a 
post-project cost analysis for every 
order, ensuring that our prices are 
based on sound business principles 
and are not determined by our  
current workload

PINTER SIGNUM
YOUR HIGH-PERFORMANCE PARTNER



 

Our industrial signs serve as durable information and branding tools 
that are already used on products from machinery, vehicle, and  
equipment manufacturers in over 39 countries. Custom nameplates, 
company signs, or front panels reliably and permanently identify 
your products. We have a wide variety of materials, designs, and  
techniques at our disposal to customize your industrial sign according 
to your specific wishes and needs. We’d be happy to advise you on 
which material is best suited for your intended application. With our 
CNC punching and milling machines, we can guarantee the highest  
precision and cost-effectiveness for both small and large production runs. 

We distinguish between the following categories of industrial signs:

Materials: 

| Aluminum 
| Stainless steel 
| Sheet steel 
| Brass 
| Bronze 
| Plastics 
(polyester, polycarbonate, 
PVC, PP, ABS, etc.)

Finishing Options 
(depending on the material):

| anodizing 
| etching 
| chromate conversion coating 
| printing 
| painting 
| surface grinding

Marking Options: 

| engraving 
| laser marking 
| printing 
| embossing 
| etching

FRONT PANELS

TYPE- &

COMPANY SIGNS

CAST METAL SIGNSALUPLAST-SIGNS

THE INDUTRY SIGN
YOUR BUSINESS CARD 
ON YOUR PRODUCTS

5



FRONT PANELS AND SCALES serve as covers or bezels for buttons 
and control panels and can be made of aluminum, stainless steel, 
polycarbonate, Resopal, acrylic glass, and many other materials. 
Depending on the design, control elements, and desired 
appearance of your systems and machines, the requirements 
for the front panel vary. We precisely implement cutouts in any  
shape, as well as transparent and translucent windows or filter screens. 
 
The surfaces can be fully anodized or finished with a partial  
anodized coating, such as rear-side chromate conversion  
coating (chromium-free!). Spray painting or powder coating is also  
possible. We machine threaded bolts or sleeves, press-fit nuts, 
nipples, countersunk holes, and threaded holes in all standard  
sizes. By printing on the front panel, these recesses are labeled/
marked, thereby creating a decorative user interface for the operator. 
 
In addition to conventional screen printing with 2K screen printing 
inks, analog and digital under-anodic printing are also standard. 
This makes it possible to implement variable labels, barcodes,  
and 2D codes, as well as sequential or alternating numbering, even 
with under-anodic printing. Nearly photorealistic images, color  
gradients, or multicolor graphics can also be produced this way.  
Laser marking or engraving can also be performed. A wide variety  
of standard front panels, blank panels, and partial panels for 19-inch 
and metric systems are available from stock!

Thanks to our experience and wide range of manufacturing capabilities, 
we are able to work with you to put together the optimal combination 
of materials, surface treatments, machining processes, and printing 
techniques, ensuring that the product solution is precisely tailored to 
your needs.
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FRONT PANELS  
& SKALES



TYPE AND COMPANY SIGNS are the ideal combination of 
advertising (company name) and practical utility (product data), 
and at the same time serve as a showcase for your company. 
They are used to uniquely identify an object and, as long-lasting  
information carriers, are often exposed to harsh conditions such as abra-
sion, oil, weather, etc. For this reason, we manufacture type plates from 
aluminum, primarily using sub-anodic printing. This printing  
process is completely abrasion-resistant and resistant to oil 
and solvents, as the ink particles are not simply deposited on 
the surface of the plate but are embedded within the material. 
 
A wide variety of materials such as aluminum, stainless steel, 
brass, or various plastics and finishing options including  
anodizing, printing, baked-on coating, engraving, etching, punching, 
laser cutting, embossing, milling, sawing, and cutting are available. 
 
Upon request, we offer the application of adhesive backing for all  
conceivable application requirements. We also create folded edges 
for welding the sign in place, as well as mounting holes in 
a wide variety of sizes and shapes.
 
Thanks to state-of-the-art technology, we are able to print your signs 
with a sequential number and/or a barcode. Even signs with changing 
text can be produced cost-effectively and without any problems. 
They become durable, long-lasting information carriers on your  
machines or equipment.
 
Since each sign is custom-made, we provide you with professional and 
experienced advice to ensure that your sign is optimally tailored to your 
needs and circumstances and complies with legal requirements.

Aluminium eloxiert

Edelstahl geätzt
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The Machinery Directive 2006/42/EC has 
been in effect since December 29, 2009. 
The following information must be clearly 
and permanently affixed to each machine 
in the official EU languages of the  
countries where the machine is used: 
 
• 	Company name and full 
	 address of the manufacturer or 
	 its authorized representative 
• 	Description of the machine 
• 	CE marking 
• 	Model series and type designations, 
   	serial number if applicable 

TYPE- 
& COMPANY SIGNS



MADE OF ALUMINUM 1)

| Anodized and/or deep-etched text with a raised, polished 
  surface, or a recessed background with raised, polished text 
| Analog and digital sub-anodic printing 
| Resistant to weathering and chemicals

MADE OF STAINLESS STEEL 1) 2)

| etched text with a raised, polished surface 
  or a recessed background with raised, polished text 
| baked-on enamel coating according to RAL 
| resistant to almost all acids, oils, and fuels

MADE OF                    1) 2)

| polished text on a cobalt blue background or 
  cobalt blue text on a polished background 
| stainless steel chemically dyed cobalt blue 
  (scratch-resistant, temperature-resistant up to +200°)

MADE OF                      1) 2)

| recessed, matte-etched background with raised cobalt blue 
  text or raised cobalt blue background with recessed, matte 
  etched text 
| Stainless steel chemically dyed cobalt blue 
| Does not crack or peel, even under mechanical stress 
  such as bending, folding, etc. 
| Resistant to nearly all alkalis, acids, and 
high-pressure steam cleaning

MADE OF BRASS 1)

| Recessed etched text with a raised brass-colored 
  surface or recessed etched background with raised text 
| Baked-on enamel coating according to RAL 
| Does not produce sparks

1) 
| Sharp or rounded corners 
| Mounting via drill holes or a self-adhesive 
film on the back (only for 0.5 mm sheet thickness)

2) 
| Seawater-resistant (unpainted) 
| Used in the food industry due to 
its toxicological safety and sterilizability 
| No emissions under thermal stress

WE MANUFACTURE
TYPE- & COMPANY SIGNS
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ALUPLAST®

SIGNS & LETTERING

A company sign is much more than just a directional sign or nameplate 
it is your calling card, which leaves a lasting, positive impression while 
also setting you apart from your competitors

Many commercial vehicle manufacturers, for example, use company 
signs or lettering made of Aluplast® on the exterior of their vehicles,  
as these have proven to be extremely resistant to extreme weather 
conditions. Depending on requirements, Aluplast® signs are available 
with a temperature resistance range of -30 °C to +110 °C.

Company and industrial signs made of Aluplast® are weather-resistant 
and manufactured from high-quality plastics such as polystyrene, ABS, 
or polycarbonate. The raised letters and the surrounding border are 
permanently metallized using a hot-stamping process with pure  
chrome, aluminum, or colors.

Aluplast® signs with chrome-coated high-relief lettering are 
corrosion-resistant for three to five cycles (according to Kesternich), 
depending on the model, without any significant change in their  
appearance. Manufacturing requires the construction of an  
injection-molding tool; therefore, Aluplast® signs are used for  
large-scale production runs or for frequent, recurring, and consistent 
demand. The signs are injection-molded in high-quality metal molds, 
thus ensuring consistent external dimensions and hole spacing even for 
repeat orders. There are a variety of mounting options, such as holes, 
self-adhesive films, pins molded onto the back, or threaded screws.
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More information 
about this product!



CAST METAL SIGNS  are cast in sand from metal (aluminum, brass, 
or bronze) with raised lettering and edges, which are finely ground 
or high-gloss polished. The background of the signs is recessed and 
either grooved or smooth and can be stove-enameled in RAL colors. 
 
These plates are frequently and readily used in plant engineering,  
machinery manufacturing, and shipbuilding, as these sectors  
involve extremely heavy-duty conditions that cast plates are best  
suited to withstand. Even after a second coat of paint, for example on the  
machine, the raised lettering remains legible.

The cast plates are attached to the machine, etc., using drill holes. 
For cast plates made of brass and bronze, threaded pins or concrete  
anchors (for embedding in concrete) can also be attached to the back. 
The manufacturing process requires the creation of one or more models, 
depending on the order quantity.
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CAST METAL SIGNS

More information 
about this product!
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OUR PRODUCT BROCHURES
AT A GLANCE

SSM® Road Vehicle MarkingsThe Company

SSM® Vehicle Marking Military

SSM® Vehicle Marking Agriculture

SAL® Adhesive Labels

SCS® Container Signage

SSE® Vehicle Safety Equipment

SSM® Railway Vehicle Markings

SIS® Industry Signs

Pinter Signum Customer Service:

+49 2206-90881-0
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