
PLASTIC INJECTION MOLDED 
AND METAL CAST SIGNS



Aluplast® injection-molded plastic signs are the ideal 
solution when products need a visible, high-quality 
brand presence. The injection-molding process creates 
raised 3D logos and emblems with clear contours and 
a modern look. This three-dimensional effect clearly 
highlights the brand and conveys professionalism 
and quality directly on the product.
 
The labels are made of durable plastics, such as ABS, 
PE / PP, and PC (polycarbonate), and are UV- and weather- 
resistant. This makes them perfectly suited for mechanical 
engineering, the automotive industry,outdoor equipment 
and consumer products where labeling must be 
permanent. At the same time, injection-molded  
labels are lightweight and sturdy, which makes them 
particularly attractive for devices and machines.
 
Another advantage is the high degree of design freedom: 
shapes, colors, and surfaces can be customized so 
that each label aligns precisely with the brand identity. 
The process is also cost-effective, as medium to large 
production runs can be manufactured efficiently and  
reproducibly. Integration into the product is also flexible,  
thanks to various mounting options such as holes, 
adhesives, or tabs. 
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NOROxal®

ALUplast®
Benefits at a Glance:Precision That Makes Brands Stand Out

SIGNS

►	 High-quality 3D appearance - 
  	 three-dimensional logos with strong brand impact

►	 Sturdy & durable -  
	 UV- and weather-resistant

►	 Great design freedom - 
	 custom shapes, colors, and finishes

►	 Lightweight & sturdy -  
	 ideal for devices, machines, and consumer products

►	 Cost-effective in series production -  
	 efficient for medium to large production runs

►	 Easy to integrate -  
	 flexible fastening and mounting options

www.pinter-signum.de

Pinter Signum Kundenservice:

02206 - 90881-0



Cast metal signs are the right choice when products, 
machines, or systems require permanent and particularly 
high-quality identification. The casting process produces 
solid metal signs with a genuine 3D relief structure text  
and designs are not printed on the surface but are part  
of the material.
 
Thanks to their robust metal structure, cast signs are 
extremely durable and can withstand even the harshest 
conditions, including weather, UV radiation, chemicals, 
corrosion, and mechanical stress. This makes them 
ideal for large machines, engines, pumps, chassis, 
municipal equipment, and public utilities and anywhere 
else where labeling must remain permanent.
 
At the same time, cast nameplates offer a high degree  
of design flexibility. Whether custom shapes, logos,  
ornaments, or classic type plates: The casting mold  
enables precise production in aluminum, brass, bronze,  
or red brass. Cast nameplates are also economically  
attractive from single-unit production to small- and  
large-scale series.

Benefits at a Glance:Lasting value from solid metal
CAST SIGNS

►	 Striking 3D effect -  
	 text and designs in true relief

►	 Extremely durable -   
	 resistant to weather, UV rays, corrosion, 
	 chemicals, and mechanical stress

►	 Elegant material appearance -  
	 made of aluminum, brass, bronze, or red brass

►	 High design flexibility - 
	 custom shapes, ornaments, and logos

►	 Ideal for outdoor use - 
	 perfect for buildings, monuments, machinery,  
	 and municipal infrastructure

►	 Long-lasting legibility -  
	 information is part of the material, not printed on it
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